
Entry Foamer - FFU II
The Lagafors® Entry Foamer, FFU II, is a hygienically designed satellite station that you can connect to a
Lagafors® central unit VCC, CCU or a regular water main. When connecting the water supply (de-central unit), 
the injector is used for supplying chemical from a cannister in connection with the unit. The unit was developed 

thereby reducing the spread of bacteria. The FFU II is made entirely of stainless steel. You simply set the timer, 
and supply power to the unit.

The FFU II is comprised of the following:

• Stainless steel hood with a slanted top for increased hygiene .
• Time relay for optimum setting.
• Foam bar and 15 feet connection hose included.

Features e e ts Facts

Easy to mount and connect Lower installation costs

Ingenious design Easy to clean

”All-in-One” principle Adjustable application time Optimum hygiene at minimum costs

AUTOMATED CLEANING EQUIPMENT - ACE
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Technical information Lagafors® Entry Foamer FFU II

AUTOMATED CLEANING EQUIPMENT - ACE

Model FFU II-C FFU II-DC

Connections (internal thread)

Water 60-350 psi ISO-G 3/8”

Air 85-116 psi      ISO-G 3/8”

Alkaline chemicals 85-116 psi 

Mandatory air supply from VCC/

CCU unit

ISO-G 3/8”

Air 60 psi (from VCC/CCU) ISO-G 3/8”

Electricity

Voltage

Dimensions

Chemical soultion in Air in

Media out

Water in Air in

Media outChem. in
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