
Low Pressure Centre - LWP 10 CB
The Lagafors® LWP 10 CB low-pressure centre (Low Water Pressure, Combi Booster) is designed for cleaning 
with pressurized water as well as chemical and disinfectant solutions. This unit has a hygienic design, is intended 
for placement in a production area. The Lagafors® LWP is especially suitable for cleaning applications in hotel, 

industry, prepared food and other places where a high level of hygiene is required.

• Working pressure 150psi.
• Delivered with a hygienically designed cabinet.
• Unit is wall-mounted.
• Available in the following versions: S or D, i.e. 1–2 different solutions/dosings.
•

Features e e ts Facts

Increases the pressure on outgoing media Better cleaning energy on surfaces 150 psi

Supplies water as well as chemical and

disinfectant solution

All-in-One concept

Hygienic design Enables placement in production area Easy to clean

DECENTRALIZED CLEANING SYSTEM - DCS
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Technical information Lagafors® Low Pressure Centre LWP 10 CB

DECENTRALIZED CLEANING SYSTEM - DCS

Model LWP 1020 CB

Outgoing water pressure

Water consumption 0-5 gal/min

7,5 gal/min

Capacity (5 gl/user) 1 user

Surrounding temperature 40-90 ºF

Connections (internal thread)

Water incoming ISO-G 3/4”

7,5 gal/min

Water supply, pressure 40-85 psi

158ºF

Air, incoming ISO-G 1/4”

Air, pressure 85-116 psi

25 gal/min

Electricity

Voltage

Current 4,4 A

Power 0,9 hp

Dimensions

80 lb

•

Lagafors® LWP 1020 CB D
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